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Description	   Material	  
Hose	   300	  Series	  Stainless	  Steel	  
Woven	  Braiding	   300	  Series	  Stainless	  Steel	  
Braid	  Collar	   T-‐304	  Stainless	  Steel	  
Flanges	   Class	  150	  (ANSI	  B16.5)	  Carbon	  Steel	  

Working	  Pressure	  (PSI)	  
Model	  Number	   Est.	  Weight	  (Lbs.)	   Size	  (In.)	   Overall	  Length	  (In.)	  

At	  70° 	  F	   At	  250° 	  F	  
FPC-‐015	   7	   1	  ½	   9	   300	   276	  
FPC-‐020	   11	   2	   9	   300	   276	  
FPC-‐025	   14	   2	  ½	   9	   350	   322	  
FPC-‐030	   15	   3	   9	   300	   276	  
FPC-‐040	   20	   4	   9	   250	   230	  
FPC-‐050	   28	   5	   11	   175	   161	  
FPC-‐060	   33	   6	   11	   165	   152	  
FPC-‐080	   52	   8	   12	   174	   160	  
FPC-‐100	   74	   10	   13	   180	   165	  
FPC-‐120	   100	   12	   14	   155	   142	  
FPC-‐140	   115	   14	   14	   125	   115	  
FPC-‐160	   230	   16	   14	   110	   101	  

Description	   Material	  
Hose	   300	  Series	  Stainless	  Steel	  

Woven	  Braiding	   300	  Series	  Stainless	  Steel	  

Braid	  Collar	   T-‐304	  Stainless	  Steel	  

Ends	   Male	  x	  Male	  NPT	  Carbon	  Steel	  

Working	  Pressure	  (PSI)	  
Model	  Number	   Est.	  Weight	   Size	  (In.)	   Overall	  Length	  (In.)	  

At	  70° 	  F	   At	  250° 	  F	  
TPC-‐050	   7	   ½	   6	  ½	   825	   760	  
TPC-‐075	   9	   ¾	   7	   487	   448	  
TPC-‐100	   12	   1	   8	   475	   437	  
TPC-‐125	   13	   1	  ¼	   8	  ½	   425	   391	  
TPC-‐150	   18	   1	  ½	   9	   425	   391	  
TPC-‐200	   25	   2	   10	  ½	   300	   276	  
TPC-‐250	   28	   2	  ½	   12	   350	   322	  
TPC-‐300	   52	   3	   14	   300	   276	  
TPC-‐400	   65	   4	   16	   250	   230	  

CONSTRUCTION	  MATERIALS	  	  

CONSTRUCTION	  MATERIALS	  	  

FLANGED	  PUMP	  CONNECTORS	  

THREADED	  PUMP	  CONNECTORS	  	  

	  

Dimensions	  subject	  to	  change.	  	  

Dimensions	  subject	  to	  change.	  	  
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Description	   Material	  

Hose	  and	  Woven	  Braid	  
T-‐321	  Stainless	  Steel	  (Hose)	  and	  
single-‐layer	  Stainless	  Steel	  (Braid)	  

Braid	  Collar	   T-‐304	  Stainless	  Steel	  

Fittings	   150#	  Carbon	  Steel	  Plate	  Flange-‐Flat	  
Concentric	  Weld	  Reducer	   Schedule	  40	  Carbon	  Steel	  

Reduced	  End	  Fittings	   150#	  Carbon	  Steel	  Plate	  Flange-‐Flat	  

Working	  Pressure	  (PSI)	  
Model	  Number	   Est.	  Weight	  

Lateral	  
Offset	  

Large	  End	  
Size	  (In.)	  

Small	  End	  
Size	  (In.)	  

Overall	  
Length	  (In.)	   At	  70° 	  F	   At	  250° 	  F	  

RPC-‐0212	   12	   ⅜	   2	   1	  ¼	   13	   570	   524	  

RPC-‐2515	   12	   ⅜	   2	  ½	   1	  ½	   13	   570	   524	  

RPC-‐2512	   14	   ⅜	   2	  ½	   1	  ¼	   13	   570	   524	  

RPC-‐2502	   14	   ⅜	   2	  ½	   2	   13	   570	   524	  

RPC-‐0315	   15	   ⅜	   3	   1	  ½	   13	   450	   414	  

RPC-‐0302	   15	   ⅜	   3	   2	   13	   450	   414	  

RPC-‐0325	   15	   ⅜	   3	   2	  ½	   13	   450	   414	  

RPC-‐0402	   16	   ⅜	   4	   2	   13	   285	   262	  

RPC-‐0425	   16	   ⅜	   4	   2	  ½	   13	   285	   262	  

RPC-‐0403	   16	   ⅜	   4	   3	   13	   285	   262	  

RPC-‐0525	   23	   ⅜	   5	   2	  ½	   16	   210	   193	  

RPC-‐0503	   25	   ⅜	   5	   3	   16	   210	   193	  

RPC-‐0504	   25	   ⅜	   5	   4	   16	   210	   193	  

RPC-‐0603	   38	   ⅜	   6	   3	   17	   240	   220	  

RPC-‐0604	   40	   ⅜	   6	   4	   17	   240	   220	  

RPC-‐0605	   40	   ⅜	   6	   5	   17	   240	   220	  

RPC-‐0804	   65	   ¼	  	   8	   4	   18	   217	   199	  

RPC-‐0805	   67	   ¼	   8	   5	   18	   217	   199	  

RPC-‐0806	   67	   ¼	   8	   6	   18	   217	   199	  

RPC-‐1006	   90	  
3/16	   10	   6	   18	   165	   151	  

RPC-‐1008	   90	  
3/16	   10	   8	   18	   165	   151	  

RPC-‐1210	   145	  
3/16	   12	   10	   20	   155	   151	  

CONSTRUCTION	  MATERIALS	  	  

Dimensions	  subject	  to	  change.	  	  

REDUCING	  PUMP	  CONNECTORS	  	  

	  


